
HI 7639829
pH/ORP, Dissolved Oxygen,
EC/Turbidity, Logging
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HI 7629829
pH/ORP, Dissolved Oxygen,
EC, Logging

HI 76198298
pH/ORP, Dissolved Oxygen,
EC/Turbidity

HI 7609829 
pH/ORP, Dissolved Oxygen, EC

HI 7629829 and HI 7639829 multiparameter probes can autonomously
monitor and log parameters without the need for the HI 9829.

Just connect the logging probe to the HI 9829 or a PC to retrieve the
logged measurements.

Autonomously
Logging probes

SPECIFICATIONS HI 7609829 HI 7619829 HI 7629829 HI 7639829

Default 
Configuration

Connector 1 pH/ORP

Connector 2 dissolved oxygen

Connector 3 EC EC/Turbidity EC EC/Turbidity

Supported
Configuration

Connector 1 pH, pH/ORP, ammonium, chloride, nitrate

Connector 2 dissolved oxygen

Connector 3 EC, EC/Turbidity

Upgradeable
to HI 7619829, adding

EC/turbidity sensor and long
protective cap

—
to HI 7639829, adding

EC/turbidity sensor and long
protective cap

—

Temperature sensor built-in

Autonomous Logging — — yes yes

Logging on Probe — — yes yes

Logging Interval — — 1 second to 3 hours

HI 9829 Interface yes

PC interface yes, via USB

Power Supply via HI 9829, PC or external power supply via  alkaline or rechargeable C cell batteries, 
HI 9829, PC or external power supply

Battery Life — up to 200 hours

Waterproof Protection IP68
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