
 

 

 
Stationäre UV-LED-Leuchte ZERO 500/5 IP65 

Stationary UV LED Lamp ZERO 500/5 IP65 
optional mit Weißlicht-LED-Leiste 
optionally with white light LED bar 

 
 
 
 
 
 
 
 
 
 
 

Vorteile von ZERO 500/5 IP65 UV-LED-Leuchte: 
 
 
 
 
 

 
Advantages of ZERO 500/5 IP65 UV LED Lamp: 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Augenschutz durch beiliegende UV-Schutzbrille wird empfohlen! 
It is recommended to use enclosed UV protection glasses! 

 
Technische Änderungen und Irrtümer vorbehalten! April 2014 Subject to change. Liability for errors, misprints, 

      and omissions excluded.       

  ZERO 500/5 IP65               Art.-Nr. 144.200.026 
Eingangsspannung   Input voltage   230 V/50Hz 
Betriebsspannung  Operating voltage  36 V   
Betriebsstrom   Operating current  2,0 A 
UV-Quelle           UV source   45 x UV-LED  
Lebensdauer der LEDs Lifetime of LEDs   ca. 10.000 h 
UV-Intensität   UV-light intensity 
(bei 400 mm Abstand) (at distance 400 mm)  ca. 9.000 µW/cm2  
Wellenlänge   Wavelength    365 nm 
Emission-Halbwertbreite Half-width of emission 8,5 nm 
Gesamtgewicht  Total weight   ca. 6,3 kg 
Abmessungen   Measurements  550x160x73 mm 
Risikoklasse laut EM 6 Risk class acc. To EM 6 II 
Schutzart   Protection class  IP 65 
Wießlichtanteil  White light rate  < 3 lx 

 hoher Wirkungsgrad  
 geringer Energieverbrauch  
 passive Kühlung 
 nahezu unbegrenzte LED-Lebensdauer  
 keine Wartungskosten 

 geringe Entsorgungskosten 
 stoß- und vibrationsfest     
 brummfrei 
 definierte Emissionswellenlänge     
 sofort anschaltbar 

 

99,9% der Emission liegen  
im UV-A Spektralbereich 
(315-400 nm). 
99,9% of emission are within UV-
A spectral range (315-400 nm). 
 
Perfekt einsetzbar für: 
• Zerstörungsfreie Prüfung 
• Qualitätskontrolle  
• Kriminaltechnik  
Perfect for: 
• NDT 
• Quality control  
• Forensics  

 High power efficiency  
 Low energy consumption  
 Passive cooling 
 Next to unlimited LED life time 
 No maintenance costs 

 Low disposal costs 
 Shock- and vibration proof     
 No humming 
 Defined wave length of emission  
 Ready to work  immediately 




