
Advanced Contact Technology

Abgeschirmte Leitungen Shielded Wires
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n
x Ø mm

kg/km
a mm
b mm

mm V VAC VAC

RG58-PVC 60.7500- * PVC 0,50
19

x 0,18
0,90

16 x 5
x 0,18

37
1,0

0,60
5,0 1000 6000 3200 50 21 22 23

SILI-SC 0,5/1,0 61.7580- * SIL 0,50
256

x 0,05
0,90

16 x 8
x 0,10

29
1,0

0,75
4,9 1000 6000 3200 ~ 45

1)
21 22 28

RG58-PVC Silischirm
Abgeschirmte, hoch fl exible Koaxialleitungen mit Isolierungen aus PVC 
oder Silicon in verschiedenen Farben.

- Typ RG58-PVC: Standard RG58-Leitung. Innenader und Schirmge-
fl echt aus verzinntem Kupfer. Aderisolierung aus PE, Aussenisolierung 
aus weichem PVC.

- Silischirm (Typ SILI-SC 0,5/1,0): Höchst fl exible Koaxialleitung. Innen-
ader Cu-Litze, Schirm aus Cu-Gefl echt. Ader- und Aussenisolierung aus 
Silicon mit hoher Temperaturbeständigkeit.

1) UL-Zulassung (UL recognized) als handgehaltene Prüfl eitung bis +60°C.
File E120880, AWM 3525

RG58-PVC Silischirm
Shielded, highly fl exible coaxial cable. Insulations in PVC or silicone in 
various colours.

- Type RG58-PVC: Standard cable RG58. Inner core and shield mesh 
in tinned copper. Core insulation PE, outer insulation soft PVC.

- Silischirm (Type SILI-SC 0,5/1,0): Ultra-fl exible coaxial cable. Inner 
core stranded Cu, shield Cu mesh. Core insulation and outer insulation 
silicone with high temperature resistance.

1) UL recognized for use as hand-held test lead up to +60°C
File E120880, AWM 3525


