
Advanced Contact Technology
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SIL mm² n x Ø mm kg/km mm mm mm V VAC A

SILI-2V 0,50 61.7662- * 0,50 256 x 0,05 10 1,0 0,85 2,7 1500 8000 12
1)

21 22 23

SILI-2V 0,75 61.7663- * 0,75 385 x 0,05 17 1,25 1,1 3,5 1500 8000 15
1)

21 22 23

SILI-2V 1,0 61.7664- * 1,0 511 x 0,05 21 1,5 1,2 3,9 1500 8000 19
1)

21 22 23 25

SILI-2V 2,0 61.7666- * 2,0 525 x 0,07 29 2,0 0,95 3,9 1500 8000 30
1)

21 22 23

SILI-2V 2,5 61.7667- * 2,5 651 x 0,07 38 2,4 1,1 4,6 1500 8000 32
1)

21 22 23

Silivolt-2V
Höchst fl exible Litzenleitungen mit verstärkter, zweischichtiger Isolie-
rung für höchste Sicherheit (innen natur, aussen gefärbt). Beschädi-
gungen der äusseren Isolierschicht sind durch die abweichende Fär-
bung der darunter liegenden Schicht leichter erkennbar. Typen ... SN 
mit verzinnten Drähtchen für den Dauereinsatz bei Temperaturen bis 
max. 150°C.

Typische Anwendung
Handgehaltene Messleitungen bei höchsten Sicherheitsanforderungen 
und hoher thermischer Belastung.

1) UL-Zulassung (UL recognized): Datei E120880, AWM 3525.
Anwendung: bis +60°C als Messlitze.

Silivolt-2V  
Super fl exible stranded wire with reinforced, double-layer insulation for 
the highest safety (inside natural, outside coloured). Damage to the 
outer layer of insulation can be more easily recognised due to the differ-
ent colour of the underlying layer. Types ... SN with tinned wire strands 
for continuous use at temperatures up to 150°C.

Typical Application
Hand-held test leads for maximum safety requirements and high ther-
mal stress.

1) UL recognized: File E120880, AWM 3525.
Use: Special Test Lead up to +60°C.


