
Advanced Contact Technology
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SIL mm² n x Ø mm kg/km mm mm mm V VAC A

SILI-E 0,15 61.7550- * 0,15 39 x 0,07 2,1 0,50 0,25 1,0 150 2000 6 21 22 23 24 25 27 29

SILI-E 0,25 61.7551- * 0,25 66 x 0,07 4,5 0,65 0,50 1,7 300 2000 9 21 22 23 24 25 27 29

SILI-E 0,50 61.7552- * 0,50 129 x 0,07 8,6 0,90 0,70 2,3 300 2000 10 21 22 23 24 25 27 29

SILI-E 0,50 SN 61.7532- * 0,50 129 x 0,07 8,6 0,90 0,70 2,3 300 2000 10 21 22 23

SILI-E 0,75 61.7553- * 0,75 196 x 0,07 12 1,25 0,70 2,7 600 2500 15 20 21 22 23 27 29

SILI-E 0,75 SN 61.7533- * 0,75 196 x 0,07 12 1,25 0,70 2,7 600 2500 15 21 22 23

SILI-E 1,0 61.7554- * 1,0 259 x 0,07 16 1,4 0,80 3,0 600 2500 19 20 21 22 23 24 25 29

SILI-E 1,0 SN 61.7534- * 1,0 259 x 0,07 16 1,4 0,80 3,0 600 2500 19 21 22 23

SILI-E 1,5 61.7555- * 1,5 392 x 0,07 22 1,7 0,85 3,4 600 2500 24 20 21 22 23 26 29

SILI-E 2,5 61.7556- * 2,5 651 x 0,07 33 2,4 0,75 3,9 600 2500 32
1)

20 21 22 23 24 25 27

SILI-E 2,5 SN 61.7537- * 2,5 651 x 0,07 33 2,4 0,75 3,9 600 2500 32
2)

21 22 23

Silivolt-E
Höchst fl exible, basisisolierte Litzenleitungen. Typen ... SN mit verzinn-
ten Drähtchen für den Dauereinsatz bei Temperaturen bis max. 150°C.

Typische Anwendung
Interne Verdrahtung sehr beweglicher Bauteile und Baugruppen bei 
thermisch hoher Belastung. Höchst fl exible Verbindungsleitungen im 
Laborbereich, wenn mit kleinen Spannungen gearbeitet wird.

1) UL-Zulassung (UL recognized): Datei E120880, AWM 3525.
Anwendung: bis +60°C als Messlitze.

2) UL-Zulassung (UL recognized): Datei E120880, AWM 3670.
Anwendung: bis +105°C als Messlitze.

Silivolt-E  
Super fl exible basic insulated stranded wire. Types ... SN with tinned 
wire strands for continuous use at temperatures up to 150°C.

Typical Application
Internal wiring of very mobile components and assemblies under high 
thermal stress. Super fl exible connecting leads for low-voltage applica-
tions in the laboratory fi eld.

1) UL recognized: File E120880, AWM 3525.
Use: Special Test Lead up to +60°C.

2) UL recognized: File E120880, AWM 3670.
Use: Special Test Lead up to +105°C.


