
ORDERING INFORMATION
Item (Qty) Order No.
Battery powered 5 kV insulation tester BM15

Hand crank/battery 5 kV insulation tester MJ15

Included Accessories

User Guide 6172-209

3 x 3m HV leads 8101-181

Carrying case with lead storage 6420-117 

Slide in Pass Band overlay (5 supplied) 6121-401

Test Record Card (pack of 5) (U.S. 210949)

8 x AA cells (LR6)

Optional Accessories

Fused test probes, 1,5 m long (2 used) 6320-240

Test Record Card (Pack of 20) 6111-216

CB101; 5 kV Calibration Box 6311-077

Publications

‘A Stitch In Time’ AVTM21-P8B

’Lowdown on HV d.c. Testing’ AVTM22P-1

BM15 MJ15
Analogue 5 kV Insulation Tester

Non Replaceable Fuse
1 Amp, 250 V, HBC type (F)                

(20 mm x 5 mm) to IEC 127/1

This fuse protects the instrument against any faults occurring

when using rechargeable batteries. 

EMC
In accordance with IEC61326 including Amendment No. 1.

Temperature RangeOperating
32ºF to 86ºF (0ºC to 30ºC) at full specification

-4ºF to 122˚F (-20ºC to 50ºC) with temperature coefficient

±0,1%/ºC (0,05% /ºF)

Storage
-13ºF to 149ºF (-25ºC to 65ºC) 

Humidity Range
90% RH at 104ºF (40ºC) 

Dimensions
8,9 in. x 6,3 in. x 4,5 in.

(220 mm x 160 mm x 115 mm)

Weight
BM15 Approx 2,6 lbs (1,2 kg)

MJ15 Approx 3,5 lbs (1,6 kg), or 4 lbs (1,8 kg) with battery 

holder and cells.

Typical Terminal Voltage Characteristics
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Archcliffe Road  Dover
CT17 9EN  England 
T  +44 (0) 1304 502101  
F  +44 (0) 1304 207342

UNITED STATES 
4271 Bronze Way  
Dallas  TX 75237-1088  USA
T  800 723 2861 (USA only) 
T  +1 214 333 3201  
F  +1 214 331 7399

OTHER TECHNICAL SALES OFFICES
Norristown USA, Toronto CANADA,
Mumbai INDIA, Trappes FRANCE,
Sydney AUSTRALIA, Madrid SPAIN
and the Kingdom of BAHRAIN.
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