
DET4 Series
Earth/Ground Resistance & Soil Resistivity Testers

OPTIONAL ACCESSORY KITS 

Soil Resistivity Kit 
Cat. No. 250586
Set of four test leads, 50 
ft. (15 m); two pair of 20 
in. (51 cm) ground rods; 
padded case to hold 
instrument, leads and 
rods	

Deluxe Kit,  
Cat. No. 250581
Set of three color-coded 
test leads, 25, 50, 100 ft.  
(8, 15, 30 m); two 20-in. 
(51 cm) ground rods; 
padded case to hold 
instrument, leads and rods

Standard Kit,  
Cat. No. 250579
Three color-coded test 
leads, 25, 50, 100 ft.  
(8, 15, 30 m); two 20-in. 
(51 cm) ground rods; 
canvas accessory case for 
leads and rods only

Standard Kit
Cat. No. 6310-755

Hammer, 2.5 lb (1.13 
kg); four galvanized steel 
spikes, 0.5 in. (12 mm); 
two spike extractors; four 
leads in carrying case

Professional Kit 
Cat. No. 6320-245
Red and black cable reels, 
164 ft (50 m); yellow and 
green cable reels, 98 ft  
(30 m); earth electrode 
leads, 13 ft (4 m) green; 
4 mm shrouded plug and 
large croc clip; 4 auger-style 
spikes; molded polyethylene 
carrying case; fiberglass 
measuring tape, 164 ft (50 m) 

Each instrument comes complete with three sets of leads, two test 
spikes, instruction manual CD, and a rugged carrying case, (current 
measuring clamp, shown, is an optional accessory for performing the 
ART testing capability using the DET4TC2 and DET4TCR2 only.)

Terminal Adapters are used to 
allow the DET4 Series units’ 
terminals to accept alternative 
cable connections.
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DET4TD2	 1000-347

DET4TR2	 1000-324

DET4TC2	 1000-345

DET4TC2+Clamps	 1000-365

DET4TC2+Kit	 1000-404

DET4TCR2	 1000-346

DET4TCR2+Clamps	 1000-366

DET4TCR2+Kit	 1000-405

See Configuration Options chart for detailed information	

Optional Accessories

Current measuring clamp and connecting  
lead for ART testing method	 ICLAMP

Voltage inducing clamp, calibration check PCB  
(two-clamp measurements) and connecting lead	 VCLAMP

Calibration check box	 6220-824

Right angled terminal adaptor set	 6220-803

Auxiliary 12V socket charger  
(DET4TR2 and DET4TCR2 only)	 6280-375

Standard accessory kit (leads, rods, canvas 
accessory case for leads & rods)	 250579

Deluxe accessory kit (leads, rods, padded case)	 250581

ORDERING INFORMATION

Standard accessory kit (hammer, spikes, leads)	 6310-755

Professional ground testing kit  
(2 x 50m, 2 x 30m, 4 auger stakes, carry case)	 6320-245

Soil resistivity kit (leads, rods, padded case)	 250586

“Getting Down to Earth”  
a Megger guide to earth testing	 AVTM25-TA

Replacement hard carry case	 5410-429

Replacement calibration check PCB  
(two-clamp measurements)	 6220-831

Replacement ground test stakes (x2)  
for included kit (200mm, 8mm dia)	 6220-804

Replacement ground test leads (x4)  
for included kit (15m, 10m, 10m, 3m)	 6220-806

Replacement auger stakes (x2)  
for professional kit	 6220-839

Replacement cable reel (50m, red cable)  
for professional kit	 6220-840

Replacement cable reel (50m, black cable)  
for professional kit	 6220-841

Replacement cable reel (30m, green cable)  
for professional kit	 6220-843

Replacement cable reel (30m, yellow cable)  
for professional kit	 6220-842

Item (Qty)	 Cat. No. Item (Qty)	 Cat. No.
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