Certificate of Calibration / Kalibrierzertifikat

Issued by:
Ausgestellt von:

Megger InstrumentsLimited (Produktionsstétte / Prodn)
Archcliffe Road

Dover

Kent CT17 SEN

WWW.Megqger.com

Product Information / Produktinformationen
Model / Modell: MFT1835-SC-DE/NL/EN

Part Number / Artikelnummer: 1002415
Description / Beschreibung: MFT1835-SC-DE/NL/EN
Serial Number / Seriennummer:  1002415101142293

Environmental Conditions / Umgebungsbhedingungen
Temperature / Temperatur
20°C £ 3°C

Humidity / Relative Feuchtigkeit

50% + 20% 50Hz + 0.5Hz

Traceability Information / Informationen zur Riickfiihrbarkeit

Ser. No / Seriennummer Test Equipment Desc / Prifausriistung

Megger-.

E— |
PEUWA

KzS "
el VB-electronic

| PEWA

Messtechnik GmbH

Weidenweg 21
58239 Schwerte

Tel.: 02304-96109-0

Fax: 02304-96109-88
E-Mail: info@pewa.de
Homepage : www.pewa .de

Date of Test / Kalibrierdatum:  27-Jun-2012

Commissioned / Datum: ‘:

Voltage / Netzspannung

Frequency / Netzfrequenz

230V -2% + 10%

Procedure Version / Prozedur Version

T2697 Universal Insulation Tester V3.7

T2777 Universal Loop Calibrator V3.5

T2703 MFT Earth Autocal Test Gear V1.5

T2660 Universal RCD Calibrator V1.3 )

Test Title Applied Value Reading Value Tolerance Uncertainties Pass/Fail

Bereich Angelegter Wert Messwert Toleranz Ungenauigkeit Pass/Fail

Voltage Ranges / Spannungsbereich
230V ac 230 V 231 V 10V +1% +1d Pass
480 ac 480 V 482 V 17V +1% +1d Pass

Continuity Range / Durchgangspriifung
0 Q Continuity {Null) 0.045 mQ 0.05 mQ 10 mQ +0.5% *1d Pass
50 Q Continuity 50 Q 50 Q 120 +0.5% +1d Pass
50 kQ Continuity 50 kQ 49.5 kO 2.7 kQ +0.5% +1d Pass
sic current @2Q 205 mA 208.1 mA 200-220 mA +0.5% +1d Pass

Insulation Ranges / Isolationspriifung
0.25 MQ @250V 0.25 MQ 0.25 MQ 30kQ +0.5% +1d Pass
50 MQ @250V 1TmA 50 MQ 487 MQ 1.7 MQ +0.5% x1d Pass
/P Volts @250V 1mA 255 V 264.9 V - +0.5% +1d Pass
0.5 MQ @500V 0.5 MQ 0.5 MQ 40 kQ +0.5% 1d Pass
50 MQ @500V 50 MQ 498 MQ 1.7 MQ +0.5% +1d Pass
O/P Volts @500V 1mA 505 V 536.5 V - +0.5% +1d Pass
1 MQ @1kV 1 MQ 1.01 MQ 50 kQ +0.5% +1d Pass
50 MQ @1kV 50 MQ 50 MQ 1.7 MQ +0.5% +1d Pass
Q/P Volts @1kV 1mA 1050 V 1023.9 V - +0.5% +1d Pass

RCD Ranges / RCD Test
10mA (0.5 1) 475 mA 4.92 mA 0.15 mA 1% +1d Pass
10mA (1) 10.5 mA 10.64 mA 0.3 mA #1% +1d Pass
30mA (1) 31.5 mA 31.44 mA 0.9 mA +1% x1d Pass
300mA (1) 315 mA 314.52 mA 9 mA +1% +1d Pass
500mA (I) 525 mA 524,79 mA 15 mA 1% +1d Pass
1000mA (1) 1045 mA 1048.08 mA 30 mA +1% +1d Pass
28.5ms trip 28.89 ms 28.8 ms 1.3 ms +1% +1d Pass

Loop Ranges / Schleifenwiderstandspriifung
0 Q Hi Current 0.1234 Q 012 9 5% 0.03 Q 1% +1d Pass
1 Q Hi Current 1.1305 Q 1.08 0 5% 0.03 Q +0.5% %1d Pass
10 Q Hi Current 10.2076 Q 10.2 0 5% 030 +0.5% +1d Pass
50 Q Hi Current 50.8398 Q 50.6 Q 5% 030 +0.5% +1d Pass
0 Q No Trip 0.2051 Q 0.2 0 5% 0.05 Q 1% +1d Pass
1 Q No Trip 1.113 Q 1.12 Q 5% 0.05 Q +0.5% x1d Pass
10 Q2 No Trip 10.1901 Q 101 Q 5% 0.5 Q +0.5% +1d Pass

Earth Test Range / Erdungspriifung
400mQ 0.404 Q 0.38 Q 2% 0.03 Q 5% +1d Pass
180 18 Q 17.9 O 2% 0.03 Q 2% +3d Pass

This certificate provides traceability of measurement to cerified National Standards, and to the uniis of measurement realised al the National Physical Laboratory or other

recognised National Standards Laboratories.

Copyright () Megger Instruments Limited. This cerificate may only be repreduced with prior wrillen approval from Megger Instruments Limited.
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