
Handheld Oscilloscopes — THS3000 Series

Environmental
Characteristic Description
Enclosure IP 41 according to IEC60529
Temperature

Operating 0 °C to +40 °C (with battery)
0 °C to +50 °C (without battery)

Nonoperating –20 °C to +60 °C
Humidity

Operating 0 °C to 10 °C, noncondensing
10 °C to 30 °C, up to 95% relative humidity
30 °C to 40 °C, up to 75% relative humidity
40 °C to 50 °C, up to 45% relative humidity

Nonoperating –20 °C to 60 °C, relative humidity, noncondensing
Altitude

Operating Up to 3,000 m (9,843 ft.)
Nonoperating Up to 12,000 m (39,370 ft.)

Vibration/Shock
Operating Vibration (Sinusoidal): 3 g max, according to

MIL-PRF-28800F, Class 2
Shock: 30 g max, according to MIL-PRF-28800F, Class 2

Nonoperating Vibration (Random): 0.03 g2/Hz, according to
MIL-PRF-28800F, Class 2

Regulatory
Electromagnetic
Compatibility

EN 61326-1:2006, EN 61326-2-1:2006 for emission and
immunity

Safety UL61010-1:2004; CAN/CSA C22.2 No. 61010.1-04;
EN61010-1:2001, Pollution Degree 2; ANSI/ISA-82.02.01

Ordering Information

THS3000 Models
Model Description
THS3014 100 MHz, 2.5 GS/s, 4-channel handheld oscilloscope
THS3014-TK 100 MHz, 2.5 GS/s, 4-channel handheld oscilloscope with

travel kit
THS3024 200 MHz, 5 GS/s, 4-channel handheld oscilloscope
THS3024-TK 200 MHz, 5 GS/s, 4-channel handheld oscilloscope with

travel kit

All Models Include: THP0301-Y/B/M/G 300 MHz 10X Passive Probes, Lithium-ion
Battery with 7-hour battery life, Carrying Handle, Hanging Strap, USB-A to Mini
USB-B Cable for PC communication, Installation/Safety Manual, Documentation
CD*2, AC Power Adapter with Power Cord, ACHHS Soft-sided Carry Case (standard
with non-TK, optional for -TK models), OpenChoice® Desktop PC Communication
Software, Calibration Certi cate Documenting Traceability to National Metrology
Institute(s) and ISO9001 Quality System Registration, Three-year Warranty.

TK Models Also Include: Hard-sided travel case (instead of soft case), soft-sided
probe case, 2 probe replacement accessory kits.

Please specify power plug when ordering.
*2 Documentation CD available in English, German, Korean, Japanese, Simpli ed Chinese, Traditional

Chinese, and Russian (063-4379-xx).

Recommended Accessories
Accessory Description
THSBAT Additional spare battery
THSCHG Battery charger (does not include AC power adapter)
ACHHS Instrument soft case
HCHHS Instrument hard case (standard with TK models)
376-0255-xx Versatile hanging hook
020-3085-xx Probe replacement accessory kit
119-7900-00 AC power adapter

Recommended Probes
Probe Description
THP0301-Y (Yellow) 300 V, DC to 300 MHz, 10X high-voltage probe*3

THP0301-B (Blue) 300 V, DC to 300 MHz, 10X high-voltage probe*3

THP0301-M (Magenta) 300 V, DC to 300 MHz, 10X high-voltage
probe*3

THP0301-G (Green) 300 V, DC to 300 MHz, 10X high-voltage probe*3

A621 2000 A, 5 kHz to 50 kHz AC current probe/BNC
A622 100 A, 100 kHz AC/DC current probe/BNC
P5122 200 MHz passive 100X high-voltage probe
P5150 500 MHz passive 50X high-voltage probe*4

CT2 2.5 A, 200 MHz AC current probe
TCP303/TCPA300 150 A, 15 MHz AC/DC current probe/ampli er
TCP305/TCPA300 50 A, 50 MHz AC/DC current probe/ampli er
TCP312/TCPA300 30 A, 100 MHz, AC/DC current probe/ampli er
TCP404XL/TCPA400 500 A, 2 MHz AC/DC current probe/ampli er
*3 One probe comes standard with the instrument.
*4 The P5150 is fully compatible with THS oscilloscopes, but 50X vertical scaling is not offered.
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Data Sheet Contact Tektronix:
ASEAN / Australasia (65) 6356 3900

Austria 00800 2255 4835*

Balkans, Israel, South Africa and other ISE Countries +41 52 675 3777

Belgium 00800 2255 4835*

Brazil +55 (11) 3759 7627

Canada 1 800 833 9200

Central East Europe and the Baltics +41 52 675 3777

Central Europe & Greece +41 52 675 3777

Denmark +45 80 88 1401

Finland +41 52 675 3777

France 00800 2255 4835*

Germany 00800 2255 4835*

Hong Kong 400 820 5835

India 000 800 650 1835

Italy 00800 2255 4835*

Japan 81 (3) 6714 3010

Luxembourg +41 52 675 3777

Mexico, Central/South America & Caribbean 52 (55) 56 04 50 90

Middle East, Asia, and North Africa +41 52 675 3777

The Netherlands 00800 2255 4835*

Norway 800 16098

People’s Republic of China 400 820 5835

Poland +41 52 675 3777

Portugal 80 08 12370

Republic of Korea 001 800 8255 2835

Russia & CIS +7 (495) 7484900

South Africa +41 52 675 3777

Spain 00800 2255 4835*

Sweden 00800 2255 4835*

Switzerland 00800 2255 4835*

Taiwan 886 (2) 2722 9622

United Kingdom & Ireland 00800 2255 4835*

USA 1 800 833 9200

* European toll-free number. If not accessible, call: +41 52 675 3777
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For Further Information. Tektronix maintains a comprehensive, constantly expanding
collection of application notes, technical briefs and other resources to help engineers working
on the cutting edge of technology. Please visit www.tektronix.com
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International Power Plugs
Option Description
Opt. A0 North America power
Opt. A1 Universal Euro power
Opt. A2 United Kingdom power
Opt. A3 Australia power
Opt. A5 Switzerland power
Opt. A6 Japan power
Opt. A10 China power
Opt. A11 India power

Warranty
Three-year warranty covering all parts and labor, excluding probes.
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